KEYED NOTES:

1. Turning space shall have maximum cross slope and longitudinal slope of 2% (minimum 1 1/2%); turning space shall be 4’0” by 4’0” min (recommended 5’0” by 6’0”) at the top of the curb ramp and shall be permitted to overlap other turning spaces and clear spaces. Where the turning space is constrained at the back of sidewalk, the turning space shall be 6’0” by 5’0” min, the 8’0” by 6’0” shall be provided in the direction of the ramp run.

2. Cross slope shall be 2% max (recommended 1 1/2%) exception: the cross slope of curb ramps at pedestrian street crossings without yield or stop control, traffic signals designed for the green phase, and at midblock pedestrian street crossings, the cross slope is permitted to match street or highway grade.

3. Running slope of the curb ramp shall be 6'0” by 5’0” (recommended 7% but shall not require the ramp length to exceed 15.0' to avoid chasing the slope inadvertently when connecting to steep grades; when applying the 15' max length, the running slope of the curb ramp shall be extended as flat as maximum extent practicable.

4. Grade breaks at the top and bottom of curb ramps runs shall be perpendicular to the direction of the ramp run. Grade breaks shall not be permitted on the surface of ramp runs and turning space. Surface slopes that meet at grade breaks shall be flush.

5. Counter slope of the gutter or street at the foot of a curb ramp, run or turning space shall be 0% max.

6. Flared sides are to have a slope of 10% max (recommended %) measured parallel to the back of the curb, unless the flared sides are protected from cross travel by landscaping, street furniture, change, fencing, or railings.

NOTES:

1. DO NOT SCORE OR MAKE GROOVES IN SLOPED SURFACE, LINES SHOWN ON STANDARD DETAILS ARE FOR ILLUSTRATION ONLY.

2. DETAILS OF THE DETECTABLE WARNING SURFACE ARE SHOWN IN THE CONSTRUCTION PLANS AND SHEET 608-001-012 OF THE STANDARD DRAWINGS.

3. IN ALTERNATIONS WHERE EXISTING PHYSICAL CONSTRAINTS PREVENT COMPLIANCE TO PROVIDE A CURB RAMP FOR EACH PEDESTRIAN CROSSING A SINGLE DIAGONAL CURB RAMP SHALL BE PERMITTED TO SERVE BOTH PEDESTRIAN STREET CROSSINGS.

4. CONCRETE HEADER CURBS CONSTRUCTED AS PART OF THE CURB RAMP WILL BE CONSIDERED INCIDENTAL TO ITEM NUMBER 80804 AND NO SEPARATE PAYMENT WILL BE MADE.